
1 Luminaire data

1.1 Tamlite Lighting, NIMROD LED (CNIM17LED/BP)

1.1.1 LDC

Object
Installation
Project number
Date

:
:
:  Telford
:  26.03.2020

Mark Jones - Technical Engineer - markj@tamlite.co.uk
Tamlite Lighting
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0° 279 279 279

10° 367 367 367

20° 307 307 307

30° 290 290 290

40° 253 253 253

50° 219 219 219

60° 149 149 149

70° 83 83 83

80° 35 35 35

90° 11 11 11

100° 10 10 10

110° 7 7 7

120° 3 3 3

130° 1 1 1

140° 1 1 1

150° 0 0 0

160° 0 0 0

170° 0 0 0

180° 0 0 0

cd / 1000 lm

C0 / C180

Manufacturer : Tamlite Lighting
Order number : CNIM17LED/BP
Luminaire name : NIMROD LED
Equipment : 1 x  17.8 W / 1825 lm
Dimensions : D 285 mm x H 90 mm
File name : CNIM17LED_BP.ldt

Luminaire efficacy : 102.53 lm/W (A41)
Light distribution
Beam Angle

: rotationally symmetric
: 108.5° C0-C180



1 Luminaire data

1.2 Tamlite Lighting, NIMROD LED (CNIM17LED/WO)

1.2.1 LDC

Object
Installation
Project number
Date

:
:
:  Telford
:  26.03.2020

Mark Jones - Technical Engineer - markj@tamlite.co.uk
Tamlite Lighting
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0° 273 273 273

10° 269 269 269

20° 258 258 258

30° 239 239 239

40° 214 214 214

50° 182 182 182

60° 145 145 145

70° 104 104 104

80° 62 62 62

90° 34 34 34

100° 25 25 25

110° 18 18 18

120° 12 12 12

130° 7 7 7

140° 3 3 3

150° 0 0 0

160° 0 0 0

170° 0 0 0

180° 0 0 0

cd / 1000 lm

C0 / C180

Manufacturer : Tamlite Lighting
Order number : CNIM17LED/WO
Luminaire name : NIMROD LED
Equipment : 1 x  17.8 W / 1280 lm
Dimensions : D 285 mm x H 90 mm
File name : CNIM17LED_WO.ldt

Luminaire efficacy : 71.91 lm/W (A31)
Light distribution
Beam Angle

: rotationally symmetric
: 124.0° C0-C180


