
1 Luminaire data

1.17 Tamlite Lighting, SIGNUM (SGRL280ONW)

1.17.1 LDC

Object
Installation
Project number
Date

:
:
:  +
:  08.01.2020

Mark Jones - Technical Engineer - markj@tamlite.co.uk
Tamlite Lighting
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Manufacturer : Tamlite Lighting
Order number : SGRL280ONW
Luminaire name : SIGNUM
Equipment : 1 x  25 W / 2700 lm
Dimensions : L 576 mm x W 576 mm x H 0.0 mm
File name : signum ox.ldt

Luminaire efficacy : 108 lm/W (A40)
Light distribution
Beam Angle

: asymmetric
: 51.2° C0
  51.2° C90
  51.2° C180
  51.2° C270



1 Luminaire data

1.20 Tamlite Lighting, SIGNUM (SGRL290MPNW)

1.20.1 LDC
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Installation
Project number
Date

:
:
:  +
:  08.01.2020

Mark Jones - Technical Engineer - markj@tamlite.co.uk
Tamlite Lighting
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Manufacturer : Tamlite Lighting
Order number : SGRL290MPNW
Luminaire name : SIGNUM
Equipment : 1 x  25 W / 2900 lm
Dimensions : L 576 mm x W 576 mm x H 0.0 mm
File name : signum mx.ldt

Luminaire efficacy : 116 lm/W (A50)
Light distribution
Beam Angle

: sym. to C0-C180 / C90-C270
: 74.0° C0-C180
  74.0° C90-C270




