
1 Luminaire data

1.9 Tamlite Lighting, SOLAR (SLH220NW)

1.9.1 LDC

Object
Installation
Project number
Date

:
:
:  .
:  14.06.2019

Mark Jones - Technical Engineer - markj@tamlite.co.uk
Tamlite Lighting

Page 9/27Relux1
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150°150°
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60°

120°

cd / 1000 lm

C0 C90 C180

0° 295 295 295

10° 288 288 288

20° 268 268 268

30° 239 239 239

40° 202 202 202

50° 160 160 160

60° 116 116 116

70° 77 77 77

80° 40 40 40

90° 12 12 12

100° 16 16 16

110° 23 23 23

120° 30 30 30

130° 37 37 37

140° 42 42 42

150° 47 47 47

160° 50 50 50

170° 52 52 52

180° 52 52 52

cd / 1000 lm

C0 / C180 C90 / C270

Manufacturer : Tamlite Lighting
Order number : SLH220NW
Luminaire name : SOLAR
Equipment : 1 x  26 W / 2800 lm
Dimensions : D 436 mm x H 73 mm
File name : SLH220NW.ldt

Luminaire efficacy : 107.69 lm/W (B42)
Light distribution
Beam Angle

: asymmetric
: -- C0
  -- C90
  -- C180
  -- C270



1 Luminaire data

1.10 Tamlite Lighting, SOLAR (SLHA220NW)

1.10.1 LDC

Object
Installation
Project number
Date

:
:
:  .
:  14.06.2019

Mark Jones - Technical Engineer - markj@tamlite.co.uk
Tamlite Lighting
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C0 C90 C180

0° 253 252 252

10° 236 254 269

20° 219 257 286

30° 195 252 294

40° 161 231 278

50° 119 183 229

60° 77 116 153

70° 48 66 86

80° 24 30 36

90° 11 11 11

100° 16 16 16

110° 23 23 23

120° 30 30 30

130° 37 37 37

140° 42 42 42

150° 47 47 47

160° 50 50 50

170° 52 52 52

180° 52 52 52

cd / 1000 lm

C0 / C180 C90 / C270

Manufacturer : Tamlite Lighting
Order number : SLHA220NW
Luminaire name : SOLAR
Equipment : 1 x  26 W / 2800 lm
Dimensions : D 436 mm x H 73 mm
File name : SLHA220NW.ldt

Luminaire efficacy : 107.69 lm/W (B42)
Light distribution
Beam Angle

: asymmetric
: -- C0
  -- C90
  -- C180
  -- C270



1 Luminaire data

1.7 Tamlite Lighting, SOLAR (SLR220NW)

1.7.1 LDC

Object
Installation
Project number
Date

:
:
:  .
:  14.06.2019

Mark Jones - Technical Engineer - markj@tamlite.co.uk
Tamlite Lighting
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cd / 1000 lm

C0 C90 C180

0° 374 374 374

5° 372 372 372

10° 366 366 366

15° 355 355 355

20° 341 341 341

25° 324 324 324

30° 303 303 303

35° 281 281 281

40° 256 256 256

45° 230 230 230

50° 203 203 203

55° 175 175 175

60° 147 147 147

65° 118 118 118

70° 91 91 91

75° 64 64 64

80° 39 39 39

85° 17 17 17

90° 1 1 1

cd / 1000 lm

C0 / C180 C90 / C270

Manufacturer : Tamlite Lighting
Order number : SLR220NW
Luminaire name : SOLAR
Equipment : 1 x  19 W / 2200 lm
Dimensions : D 436 mm x H 72 mm
File name : SLR220NW.ldt

Luminaire efficacy : 115.67 lm/W (A40)
Light distribution
Beam Angle

: sym. to C0-C180 / C90-C270
: 105.7° C0-C180
  105.7° C90-C270



1 Luminaire data

1.11 Tamlite Lighting, SOLAR (SLR300NW)

1.11.1 LDC

Object
Installation
Project number
Date

:
:
:  .
:  14.06.2019

Mark Jones - Technical Engineer - markj@tamlite.co.uk
Tamlite Lighting
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120°

cd / 1000 lm

C0 C90 C180

0° 374 374 374

5° 372 372 372

10° 366 366 366

15° 355 355 355

20° 341 341 341

25° 324 324 324

30° 303 303 303

35° 281 281 281

40° 256 256 256

45° 230 230 230

50° 203 203 203

55° 175 175 175

60° 147 147 147

65° 118 118 118

70° 91 91 91

75° 64 64 64

80° 39 39 39

85° 17 17 17

90° 1 1 1

cd / 1000 lm

C0 / C180 C90 / C270

Manufacturer : Tamlite Lighting
Order number : SLR300NW
Luminaire name : SOLAR
Equipment : 1 x  25 W / 3000 lm
Dimensions : D 436 mm x H 72 mm
File name : SLR300NW.ldt

Luminaire efficacy : 119.88 lm/W (A40)
Light distribution
Beam Angle

: sym. to C0-C180 / C90-C270
: 105.7° C0-C180
  105.7° C90-C270



1 Luminaire data

1.8 Tamlite Lighting, SOLAR (SLRA220NW)

1.8.1 LDC

Object
Installation
Project number
Date

:
:
:  .
:  14.06.2019

Mark Jones - Technical Engineer - markj@tamlite.co.uk
Tamlite Lighting
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C0 C90 C180

0° 321 320 320

5° 310 321 331

10° 301 323 342

15° 290 325 353

20° 278 326 363

25° 264 325 371

30° 247 321 373

35° 228 311 368

40° 205 293 353

45° 179 267 328

50° 152 232 291

55° 123 190 245

60° 97 147 194

65° 74 108 145

70° 53 76 102

75° 35 49 65

80° 19 26 34

85° 6 8 11

90° 0 0 0

cd / 1000 lm

C0 / C180 C90 / C270

Manufacturer : Tamlite Lighting
Order number : SLRA220NW
Luminaire name : SOLAR
Equipment : 1 x  19 W / 2200 lm
Dimensions : D 436 mm x H 72 mm
File name : SLRA220NW.ldt

Luminaire efficacy : 115.67 lm/W (A40)
Light distribution
Beam Angle

: sym. to C0-C180
: 110.8° C90-C270
  43.6° C0
  60.7° C180
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