xcite LED Lighting

Data Sheet .X IH

LED LIGHTING

Order Code: XCSK65DL
IP65 12V 5m LED Strip Kit - 6000K

Features

e Suitable for kitchens, bars, restaurants and under counter displays
¢ 3M adhesive backing tape
e 5m reel, cuttable every 50mm

500 lumens per metre
Supplied with mains plug-in 12V driver
e 4.8W per metre
Construction
Weatherproof IP65 construction
CRI: Ra>80

4000K ) {6000K ) | 30,000 IE
HOURS

Technical Data

General Electrical
Operating Temperature (ta °C) 0to 25 Rated Input Current (A) 0.136
Power Factor (pf) 0.77
Light Output ~  mmmmmmmmmsmemmmsooseosoosoooooosooooosoosoossoosooososooes
Efficacy (Im/W) 104 - Input Voltage Range (VAC) : 220-240V_
''''''''''''''''''''''''''''''''''''''''''' Inrush Current Peak (A) 46
LED Surge Protection (kV) 1
__C_C_:-_I—_(F_)________________________________________________6999__ Conductor Size (mm) Solder Pad
__CBI______________________________________________________8_5__ Terminal Type AWG22
Macadam Elipses 4
Driver
Driver Current (mA) 12v cv
Forward Voltage (V) 12
Technical T: +44 (0)1952 292441
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Order Code: XCSK65DL
IP65 12V 5m LED Strip Kit - 6000K

Dimensions
A (mm) 5000
B (mm) 8
C (mm) 3
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